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MODEL RX4SASD-11 RX4SASD-18 

House Size Area <3000 ft² 
<278.70 m² 

>3000 ft² 
>278.70 m² 

Airflow up to 1400 CFM 
up to 2380 m³/hr 

up to 2000 CFM 
up to 3400 m³/hr 

Duct Size 16 x 25 in 
40.5 x 63.5 cm 

20 x 25 in 
51.0 x 63.5 cm 

Unit Weight 37 lbs 
16.8 kg 

41 lbs 
18.6 kg 

Input Voltage 120 V  60 Hz

Power Consumption 30 Watts

Options Available Carbon Filters 
Air Switch 

Carbon Filters 
Air Switch 

SPECIFICATIONS 

Manufacturer reserves the right to discontinue or change at any time, specifications or designs without notice or without incurring obligations.  Performance of the Air 
Cleaners will depend on house plan design, duct design and heating/cooling equipment. 

EFFICIENCY

MODEL DIMENSIONS — in  (cm) 
TYPE A B C D E F G H

RX4SASD-11 19.8
(50.4)

15.9
(40.5)

26.1
(66.3)

13.6
(34.6)

24.1
(61.2)

1.0
(2.5)

26.6
(67.7)

25.8
(65.4)

RX4SASD-18 24.7
(62.8)

20.8
(52.9)

25.8
(65.4)

18.0
(45.7)

23.3
(59.1)

1.3
(3.2)

26.3
(66.8)

25.8
(65.4)

In the chart to the left are results from an independent testing 
laboratory showing the efficiency of the new RX4CleanAir 
Electronic Air Cleaner.  

The column to the right shows the efficiency of a typical MERV 
10 media filter (non RX4CleanAir). 

At rated air flow the Electronic Air Cleaner achieves a MERV 14 
rating. With the fan running on low speed the Air Cleaner 
increases efficiency to an impressive MERV 16 rating. 

The static pressure drop of the Electrostatic Air Cleaner is a low 
0.15” compared to a MERV 10 media filter of over 0.22” on a 
clean filter. 
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RX4CLEANAIR ELECTRONIC AIR CLEANER MEDIA 

For HVAC Service, Filter Replacements or Emergencies, Call RX4CleanAir, LLC 
888-RX4-CleanAir

or visit 
www.rx4cleanairllc.com

120 V   60 Hz

30 Watts




